NA. g

Switch Inspection Report Semi-Annual

Mainline

Date é!lgzlz.ol?‘,_._
Watchman

I'Location  NorTid Avg YARD

2 SwitchI D # B S e,
3 Facing )( _ Trailing

Rail Points
4 Pointto Point _ )%y
5 Point Condition
_Y R Nothing less than 4 inches or greater than § inches,

6 Point Throw. ngin 3 172 inches on house top point protected

N 9% R sy
6a Point Opening

N_S%

7 Fit

® YR

8 General Condition of the Points

R_S5%

@ Y R

Gage

Heel of Switch

9Main__S6%

10 Turnout 5154, .

Il Gageahead of Bend SLY(
Must not be legs than $6 inches or
more than 57 inches for “S”

12 Heel Spread in Inches
Tumout ¢, ’_/_q_ )

I3Main ___ (,'lu

Stock Rail
I4 Bend

Y R
I'5 Condition

@ Y R
Bolts

16 Loose
|7 Missing o

Rivets (Huck Bolts

I8 Loosc 5] N. A
| Missing N.A
20 Cotter Pins Missing °

21 Jam Nuts [.gase o
2la Washers CJD Broken

Remarks on page 3

CNLIC 00200

o N/ A
N//\

N.A
N/A
Missing

WO# 1124789  Page | of 3

Inspection Crew / --‘S-C”/S(_é'-é» W ‘52}744,1-’— G Lawy
[§

22 Standard Joints
'Y R NA
23'Ssvitch Platcs
Y R

24 Adjustable Braces

_)Y R N/A

24a Non-Adiustaj:lc Braces
S Y R /A
i

26 #1 Rod (Basket Rod)
Y R

27 A2 Rod
Y R
28 3 Rod
SY RN
29 #4 Rod @
S Y R
30 Closure Rail
&Y R
31 Surface of Switch
®y Rr
Using a 62’ cord, not over
I"t011/2"forayY and no
more than { 1/2” to | 3/4"
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
Y R
33" Switch Adjustments
Yes )
34 Lubrication

QED Dry
35 Switch Targcets, Launps

Missing  N,A
36 Fatches
@ Brokcen Missing
37 Isocks
Broken Missing
38 Gtneral Condition
Y R
39 Insulated Joints
©) Y R

39aRegular Joints
(s)Y r



Mainling

50 Location
50a SwitchID. #
51 Facing

52 Frog Tread N
R @EYR

53 Frog #
54/79 Point Condition
®YR
55 Condition of Frog
YR

57 Throat in Inches 3y

72 Flangeway Depth | Vs
Flangeway Depth must not be less than 1 %”

a -
%ﬁain Track S(f’b/@’
59 Turnout Track S ¥
Gage must not be less than 56” any class
Guard Rails o i
60 Guard Rail Gage N 54 "¢ R <44
Guard Rail Gage must more than 54 3/8”
61 Back ToBack N S1%¢ R S %
Back to Back Gage must be less than 53 1/8”
62 Condition

Y R

63 Location of Guard Rail (Relation to Point)

Y R
Guard Rail Clamps

64 Main Track
Y R N/A
65 JLurmout Track

Y R N/A

Class | Gage 56” to 57 %"

More than 57 %” Qut of Service
Class 3 Gage 56" to 57”

More than 57" to 57 V. downgrade to

Class 2 and getsa Y
Remarks on page 3

GM JC 11-10-2011

Frog Inspection Report Semi-Annual

79 Washers @

Turnout Ties
66 Condition

£Y R NA
67 Rail Movement
{9 Y R N/A

Tic Plates

68 Lead

@ Y R NA
69 Guard Rail Flangeway o

SSY RN /' R ¥
Guard Rail Flangeway can not be less 1 %
70 Guard Rail Plates

@Y RNA
71 Frog Plates

® Y R NA

Bolts
73 Loose
74 Missing

Rivets (Huck)

75 Loose O N/A
76 Missing o NA
77 Nuts Missing & N/A

78 Cotter Pins Missing O  N/A
Broken__ Missing_ N/A

© N/A
% N/A

80 Hold Down Devices
Y R NA

81 Spring Housing

S Y R KA
82 Derails

S Y RYA

83 Maximum difference in any 31" in Cross
Level on the siding from the F rog Point to

f?é beyond the last long tie

Difference B

84 Conditi@gn of Line thru entire turnout
Y R



Page 3 of 3

3 Ties 1w A Row/ BAD [/~ /°

Pirren VPowr e Frog 4 THRoAT pRey

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class | for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immcdiate attention needed or Out of Service.

N/A Not applicable or not measur.

Reviewedby: 7/ 7 /f A << e ST e

11-10-2011



WOo# 1124199

Pagel of 3 _

I
Date 8[}7/20/.,3 T Inspection C“‘“’j. 5-974’51-{5?(_ A/BR;’ANT{ G_[_’flq
Watchman
I Location NeoeTi AVE Yaea 22 Standard Joints
ZSwitchID # 2@ ©Y R NA
3 Facing. KA. Triling 23 Switch Platcs
Y R
Rail Points 24 Adjustable Braces
4 Point to Point _S/ %, ®Y R NA
5 Point Condition 24a Non-Adjustable Braces
ﬁ(g)‘; T% Nothing less than 4 inches or greater than § inches. S YR R\
oint Throw. ng; : : i
N 4% _I?lnﬁi Z‘Z‘;/l:ches on house top point protected 25 Front Rod
6a Point Opening &Y R NA
N_ SY4 R_S 26 #1 Rod (Basket Rod)
7 Fit @ Y R
Y R 27 #2 Rod
8 General Condition of the Points Y R
® Y R 28 #3 Rod )
Gage S Y R X VA )
Heel of Switch 29 #4 Rod =L
9 Main __<7,5/¢, S Y R @A
10 Turnout __ S5 = 30 Closure Rail
I 1 Gage ahead of Bend ¢4 )Y R
Must not be legs than 56 inches or 31 Surface of Switch
Y R

more than 57 inches for “S”
12 Heel Spread in Inches

Turnout  (a"a
13Main_CYq

Stock Rail
14 Bend
Y R

15 Condition

@ Y R
Bolts
6 Loose @ N/A
|7 Missing 0 N/A
Rivets (Huck Bolts)
I8 Loose o NA
19 Missing N A
20 Cotter Pins Missing _©._  _NA
21 Jam Nuts Loose 0 N/A
2la Washers @B HBroken Missing

Remarks on page }

GARIC P e 200

sing & 62’ cord, not over

I"to11/2"fora Y and no
more than | 1/2” to | 3/4”
For a R, Great than 13/4” is Out
of Service

32 Head Block Ties
S)Y R

33 Switch Adj\nstmcnts
Yes (No’

34 Lubrication
Ok Dry

A3 Switch Targets/ | amps

O Missing N.A
.?G(Y%Chcs

@lg) Brokcen Missing
37 Locks

Ok> Broken
38 Giencral Condition
Q& vy R
39 Insulated Joints

Y R

392 Regular Joints
@Y R

Missing



Mainline
50 Location
50a Switch I.D. # -
51 Facing Trailing

52FrogTread N (O Y R
R (B YR
53 Frog #

54/79 Point Condition
QYR
55 Condition of Frog
@YR
56 Surface of Frog

®YR

57 Throat in Inches %‘/ﬂ:

72 Flangeway Depth _ | '$/i g
Flangeway Depth must not be less than 1 %”

Gage
58 Main Track Sy
59 Turnout Track  S(.%,
Gage must not be less than 56” any class
Guard Rails )
60 Guard Rail Gage N S4 %. R S4¥
Guard Rail Gage must more than 54 3/8”
61 Back ToBack N SU% R g%
Back to Back Gage must be less than 53 1/8”
62 Condition

S YR
63@Location of Guard Rail (Relation to Point)

Y R

Guard Rail Clamps
64 Main Track

©Y R NA
65 Turnout Track

@ Y RNA

Class 1 Gage 56” to 57 %

More than 57 %4 Qut of Service
Class 3 Gage 56" to 57"

More than 57" to 57 V" downgrade to

Class 2 and gets a Y
Remarks on page 3

GM JC 11-10-2011

Frog Inspection Report Semi-Annual

Turnout Ties
66 Condition

® Y RNA
67 Rail Movement
Y R N/A
Tie Plates
68 Lead
Y R NA
69 Guard Rail Flangeway -
®@YRN (e R | e
Guard Rail Flangeway can not be less 1 %4”
70 Guard Rail Plates
Y R N/A
71 Frog Plates
(S Y RNA

Bolts
73 Loose
74 Missing

Rivets (Huck)
75 Loose © N/A
76 Missing e N/A
77 Nuts Missing ¢ N/A
78 Cotter Pins Missing > N/A

[ N/A
© N/A

79 Washcrs@ Broken__ Missing.  N/A

80 Hold Down Devices
@ Y RNA

81 Spring Housing
S Y R

82 Derails ™~

83 Maximum difference in any 31" in Cross
Level on the siding from the Frog Point to
50 beyond the last long tie
@é Difference

84 CondiCti§n of Line thru entire turnout
Y R



Remarks
Page 3 of 3

All rules come out of the MTA Ficld Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immcdiate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed by: M\ ‘%@"

e B3

1H-10-2011



Switch Inspection Report Semi-Annugl

Date __..%/i.‘z/zz?(&
Watchman
FLocation morTH AVe Lpes
2SwitchI D # e

WO# LI2<4bp7

Inspection Crewlﬁ_(w,s Len, af .SQ/AM‘T, @.Ml—(

Page 1 of 3

22 Standard Joints
Y R NA

3 Facing w . Trailing 23 Switch Plates
Y R
Rail Pointg 24 Adjustable Braces
4 Pointto Point _ 5% S Y R NA
5 Point Condition 24a Non-Adjustable Braces
@.Y R Nothing less than 4 inches or greater than 5 inches. S Y R NA
6 Point Throw. pgip 3 Vl/2_3inches on house top point protected 35 lFrontRRod

N 4% R Ay,
6a Point Opening
N_S7s
7 Fit
Y R
8 General Condition of the Points
@ Y R

Gage

Heel of Switch

9 Main _ S,%%

10 Turnout S/

Il Gage ahead of Bend _ 5, S/
Must not be legs than 56 inches or
more than 57 inches for “S”

12 Heel Spread in Inches
Tumout (¥,

13 Main LY

R S/e

Stock Rail
l4 Bend

Y R
|5 Condition

®Y R

Bolts

16 Loose
17 Missing

Rivets (Huck Bolts) 0

I8 Loose

N/A
N//\

9 Missing i
20 Cofter Pins Missing
21 Jam Nuts Loose

2la Washers @
Remarks on page }

CGAEIC 102001

)

K _NA
N/A

Hrokc‘nO Missing

&Y R NA
26 #1 Rod (Basket Rod)
@ Y R
27 #2 Rod
Y R
28 #3 Rod
SY RN/
29 #4 Rod
S Y R JA
30 Closure Rail”
(S Y R
31'Surface of Switch
Y R
sing & 62’ cord, not over
["to11/2” for a Y and no
more than | 1/2” to | 3/4”
For a R, Great than 13/4” is Out
of Service
32 Head Block Tics
S)Y R
33 Switch Adjustments
Yes o
34 Lubricatton
Dry
A5 Switch Targets/ Lamps
Uk)  Missing N/A
36 Latches
( Broken
37 Locks
Ok Broken
38 General Condition
Y R
39 Insulated Joints
©vy r
3Ya Regular Joints
¥ v r

Missing

\Ilssing@‘



50 Location
50a SwitchID. #
51 Facing Trailing
52FrogTread N @ Y R

R ©Y R

53 Frogh b
54/79 Point Condition

®YRr

55 Condition of Frog
®YR
56 Surface of Frog

®YR

57 Throat inInches 3.

72 Flangeway Depth _| "4

Flangeway Depth must not be less than 1 %4”

a
58 Main Track __ 5bVi,,
59 Turnout Track S% %,
Gage must not be less than 56 any class
Guard Rails —_ '
60 Guard Rail Gage NS4 /v R sy ¥y
Guard Rail Gage must more than 54 3/8”
61 Back ToBack N 521 R $i¥w
Back to Back Gage must be less than 53 1/8”
62 Condition

©®YR
63 Location of Guard Rail (Relation to Point)

Y R
Ggrd Rail Clamps
64 Main Track
R N/A

65 Tumout Track

® Y R NA

Class 1 Gage 56 to 57 2"

More than 57 %” Qut of Service
Class 3 Gage 56” to 57"

More than 57 to 57 %" downgrade to

Class 2 and gets a Y
Remarks on page 3

GM JC 11-10-2011

Frog Inspection Report Semi-Annual

Page 2 of 3

Turnout Ties
66 Condition

Y R N/A
67 Rail Movement
Y R N/A
Tic Plates
68 Lead
Y R NA
69 Guard Rail Flangeway
®YRN_2 RV
Guard Rail Flangeway can not be less 1 4”
70 Guard Rail Plates
Y R NA
71 Frog Plates
@ Y R N/A

Bolts
73 Loose (V) N/A
74 Missing o) N/A

Rivets (Huck)
75 Loose O N/A

76 Missing O N/A
77 Nuts Missing  © N/A

78 Cotter Pins Missing _© N/A
Broken___ Missing  N/A

79 Washers
80 Hold Down Devices
Y R N/A
81 Spring ing
S'Y
82 Derails _
S Y R(NA

83 Maximum difference in any 31" in Cross
Level on the siding from the Frog Point to
50" beyond the last long tie
@ Difference

84 Condition of Line thru entire turnout
@ Y R



Remarks
Page 3 of 3

__STRETING 70 SHow Cukuve (WEAR
[ BROKEN HECL Puocp. Bour — EAST HEE L Blocic BOG — (L
WIAEEC BURG & Spors, EAST STPAIGAT STOCE RAW

—SIE WEAR PRoe  PriTée Pousr § THroar ARER

All rules come out of the MTA Ficld Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class | for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immcdiate attention needed or Out of Service.

N/A Not applicable or not measurable.

11-10-2011



NP3

Switch Inspection Report Semi-.

Mainline

Date 3/17/21),/3‘ .
Watchman
I Location NokTH Ave ‘hen
2 SwitchI D # _Ij__‘
3 Facing )( _ Trailing

Rail Pointg
4 Point to Point
5 Point Condition
@_Y R Nothing less than 4 inches or greater than § inches.
6 Point Throw. ngip 31/ inches on house top point protected
N 43/, R A
6a Point Opening =
N_S¥%
7 Fit
OYR
8 General Condition of the Points
YR
Gage
Heel of Switch
9 Main __ SV«
10 Turnout _ S¢G ¥4
11 Gage ahead of Bend  SU.'/.
Must not be legs than 56 inches or
more than 57 inches for “S”
12 Heel Spread in Inches
Tumout (, Yg

S,

I3 Main__(# Yo,
Stock Rail
14 Bend
Y R

IS Condition

® YR
Bolts
16 Loose o N/A
I'7 Missing o N/A
Rivets (Huck Bolts)
I8 Loosc Q NA
[V Missing o N A
20 Cotter Pins Missing Q. NA
21 Jam Nuts Loos s N/A
21a Washers 6}9) Broken Missing

Remarks on page }

GANLIC T E-1e-200

WOu 124009
Inspection CreWchNi:Lé{?g . W B.é!/,qur: G LAy

Page 1 of 3

22 Standard Jornts

Y R NA
23 Switch Plates
Y R
24 Adjustable Braces
Y R @KTAS
24a Non-Adjustable Braces
S YR ‘@/A )
itch R
25 Front Rod
@;} Y R NA
261 Rod (Basket Rod)
Y R
27'#2 Rod
@Y R
28 #3 Rod
SY R A
29#4Rod
SYR
30 Closure Rai
Y R
31 Surface of Switch
S Y R

sing a 62’ cord, not over
I"to11/2” for a Y and no
more than | 1/2” to | 3/4”
For a R, Great than 13/4” is Out
of Service
32 Head Block Tics

Y R
33 Switch Adjustments
Yes
34 Lubrication
k) Dry
35 Switch Targets/ L amps
Uk Missing N:A
36 Latches
@ Broken Missing
3 M.ocks
@ Brokcen Vissing
38 General Condition
$SY R
39 Tnsulated Joints
GOY R

3YaRegular Joints
CLS/ Y R



Mainline

50 Location o
50aSwitchID. #
51 Facing Trailing
52 Frog Tread N S YR

R ®Y R

53 Frog# &
54/79 Point Condition

SYR
55 Condition of Frog

®YR

57 Throat in Inches 3

72 Flangeway Depth | ',
Flangeway Depth must not be less than 1 %”

a
58 Main Track SGh-
59 Turnout Track _Sb¥¢
Gage must not be less than 56” any class
Guard Rails
60 Guard Rail Gage N SY¥7L R iy
Guard Rail Gage must more than 54 3/8”
61 Back ToBack N Y%, R <15
Back to Back Gage must be less than 53 1/8”
62 Condition

©@YR
63 Location of Guard Rail (Relation to Point)

@ YR
Guard Rail Clamps
64 Main Track

© Y R NA

65 Tumout Track
Y R N/A

Class | Gage 56" to 57 4"

More than 57 %" Qut of Service
Class 3 Gage 56" to 57"

More than 57" to 57 %" downgrade to

Class 2 and getsa Y
Remarks on page 3

GMIC 11-10-2011

Frog Inspection Report Semi-Annual

Page 2 of 3

Turnout Ties
66 Condition

O Y RNA
67 Rail Movement
® Y R NA
Tie Plates
68 Lead
Y R NA
69 Guard Rail Flangeway
YRN_ 2 R I
Guard Rail Flangeway can not be less 1 14"
70 Guard Rail Plates

Y R NA
71 Frog Plates
® Y RNA
Bolts
73 Loose o N/A
74 Missing G N/A
Rivets (Huck)
75 Loose o N/A
76 Missing O__NA

77 Nuts Missing__© N/A

78 Cotter Ping Missing o N/A
79 Washers‘ Broken___Missing_ N/A

80 Hold Down Devices
/Y R N/A

81 Spring Housing
S Y R A

82 Derails
S Y REA

83 Maximum difference in any 31" in Cross

Level on the siding from the Frog Point to
30 beyond the last long tie
Ok) Difference

84 Conditicén of Line thru entire turnout
YR



Remarks

Page 3 of 3
Sipg U)tmu_ ons Feog Pomrr .

Pm‘ﬁb Qwu-'r

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class | for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immcdiate attention necded or Out of Service.

N/A Not applicable or not measurable.

1-10-2011



